
FLASHPAK™ PIZZA THERMAL DELIVERY SYSTEM
PTDS100, PTDS200

Specifications:

CookTek
810 West Washington Blvd.
Chicago, Illinois 60607 USA
www.cooktek.com

Tel: 1.312.563.9600 Fax: 1.312.432.6220
Toll Free: 1.888.COOKTEK (266-5835)
Toll Free Fax: 1.888.COOKFAX (266-5329)

Standard Features:
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MADE IN THE USA

• Initial charge in 2.5 minutes or less
• Recharges in 60 seconds (avg.)
• No-leak, solid-to-solid phase change material keeps 3 pizzas
   hot for up to a 45 minute delivery
• Light weight pellet and bag at 3.6 lbs
• Extremely easy to implement with no pellet cord, no
   maintenance and no extra labor steps
• Charger housing manufactured and designed for
   easy installation
• Charger does not emit any heat on the locator surface
• Charger performs self-diagnostic features and alerts user in
   the event of an error
• User-friendly membrane panel and lighted displays are
   easy to understand and operate
• Charger manufactured and designed to handle exposure to
   flour, dust, oil, grease and various other food substances
   found in food establishments
• Charger unit manufactured and designed to operate on a
   standard countertop or “ dropped-in” to a custom shelving unit
• Charger unit operates on a single phase, 15 amps at 120V
   dedicated outlet or 8 amps for 240V dedicated outlet
• Two year warranty on pellet
• Made in the USA

Shall be a CookTek induction Pizza Thermal Delivery
System, Model _______with a total kW rating of ______.
Unit shall come with a powder-coated steel housing, 
polycarbonate locator tray and membrane panel.
The Unit shall be a high power induction heating system
intended for the rapid thermal charging of a special heat
retaining pellet contained in a CookTek approved
insulated delivery bag. The pellet shall be
engineered to provide heat to the delivery bag in
combination with up to three boxed pizzas, for up to a 45
minute delivery, in a manner that will maintain a defined
delivered pizza temperature range. Unit shall operate
on _______ power with integral cord and plug supplied.

OPTIONS AT NO CHARGE:
NEMA plug type standard for U.S. and Canadian
destinations. All other countries must specify voltage, duty
cycle and required NEMA plug configuration.
IMPORTANT: FlashPak™ Pizza Thermal Delivery System
must be used in conjunction with CookTek approved
VaporVent™ pizza bags.
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